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ประสิทธิผล ไดแก ความเร็วเฉลี่ยของรถยนตบริเวณทางแยก, เวลาเดินทางเฉลี่ย (วินาที/กิโลเมตร),
เวลาเดินทางทั้งหมด (วินาที), ความลาชาเฉลี่ย (วินาที/กิโลเมตร), เวลาสูญเสียเน่ืองจากการหยุด
(วินาที/กิโลเมตร) เมื่อพิจารณาเปรียบเทียบประสิทธิภาพ แยกสําหรับแตละตัวชี้วัดจะพบวารูปแบบ
การควบคุมจราจรที่ดีที่สุดอาจแตกตางกัน โดยพบแนวโนมวาการควบคุมแบบกระตุมเต็มที่ (full-
actuated control) จะใหผลที่ดีในหลายตัวชี้วัด การวิจัยน้ีจึงสรุปวาแบบจําลองติดต้ังสัญญาณไฟ
กระตุนเต็มที่ (full-actuated control) ทําใหการจัดการจราจรบริเวณทางแยกน้ีมีประสิทธิภาพดีที่สุด
สาขาวิชา วิศวกรรมขนสง ลายมือชื่อนักศึกษา______________________
ปการศึกษา 2557 ลายมือชื่ออาจารยที่ปรึกษา________________
 
 
 
 
 
 
 
 
PORNTITA TAMAPAN : TRAFFIC MANAGEMENT AT
A T-INTERSECTION ON A MAJOR HIGHWAY : A CASE STUDY AT
SURANAREE UNIVERSITY OF TECHNOLOGY ENTRANCE.
THESIS ADVISOR : ASST. PROF. RATTAPHOL PUEBOOBPAPHAN,
Ph.D., 104 PP.
ACTUATED SIGNAL/ T INTERSECTION/ AIMSUN/ SIMULATION/ SEMI
ACTUATED SIGNAL/ FULL ACTUATED SIGNAL/
The T-intersection at the entrance of Suranaree University of Technology, has a
number of traffic conflicts. There is a large amount of right-turn traffic entering to the
campus in the morning rush hours, and the right-turn demand is often larger than the
capacity of the right-turn bay, causing queue overflows into through lane and
interrupts the through traffic. The existing traffic signal is operated under a Pre-time
control which may not be appropriate for time varying traffic demand pattern at this
intersection.
This research evaluates some control alternatives to improve traffic signal
control at this intersection under two traffic scenarios: existing traffic demand and
increased traffic demand (future scenario). Three control alternatives were considered
in this study, namely Multiple time plan, Semi-actuated control, and Full-actuated
control. Microscopic traffic simulation was employed as a tool to evaluate and
compare the performance between different alternative, considering average speed,
average travel time, total travel time, average delay time, and stopped delay as the
performance indicators. The results show that it is not possible to indicate the best
 
 
 
 
 
 
 
 
คcontrol which can dominate all other controls when comparing each individual
performance indicators. However, the full-actuated control tends to be superior to
other controls as it leads to better performance in most of the indicators.
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